
Request for Quotation for Gravity - Free-Fall metal detector
(GF, R-Type)

Originator
Date
Date quote required

End User
Customer name
Customer contact name Position
Customer address line 1
Customer address line 2 Telephone
City E-mail
State
Zip/postal code
Country

MPI regional sales manager
MPI sales representative

General Application Details

System quotation required

Installation environment
Is this unit replacing an existing unit?
Aperture size (if direct replacement) Diameter(in or mm)
Existing unit brand
Reason for replacement
Has the application been validated?
Anticipated purchase date
Target tramp metal
Expected sensitivity Ferrous (mm) Non-Ferrous (mm) 
Metal Shark controller
Site Voltage (Standard power input is 108-240V/1ph/60Hz self selecting)
Electrical supply to MD (Standard cable 8 feet)
508a Panel required?
Air supply/required available
COMMISSIONING REQUIRED

Fill out and return to info@mpimagnet.com or call 248.887.5600x1 to speak with representative

Sensor Case

Stainless steel (mm) 



Product Information

Temperature 

Degrees C/F

1

2

3

4

5

Please continue on separate sheet, if more products (product determines metal sensitivity, so please complete fully)

Installation

Clean down environment
Pipe Diameter
Weld on pipe ends and clamps required
Installation height available
Check and Catch
Reject Type

Notes: (Please add all notes here, if relevant include pictures and drawings in email.)
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NotesNumber Product Name Max. Product Size Abrasive or Dusty?Bulk Density Flow Rate


